
IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE BY LANE REPORT – From 2002 Permanent Weigh-In-Motion Data

District 1 - Hayden - US95 - 2.4 Mi. N. C/L
Monday 1 April Thru Tuesday 30 April 2002
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SNGL UNIT TRK:  2 axles 571 31.07 12933 296 35.24 9979 315 23.39 12858 172 52.60 9859 1354 31.11 11879

SNGL UNIT TRK:  3 axles 214 11.64 32376 180 21.43 25504 176 13.07 29981 36 11.01 32900 606 13.92 29670

SNGL UNIT TRK:  4 axles or more 4 0.22 37850 3 0.22 63533 7 0.16 48857

TRK w/SNGL TRLR:  4 axles or less 182 9.90 31675 44 5.24 29245 82 6.09 25628 41 12.54 21768 349 8.02 28784

TRK w/SNGL TRLR:  5 axles 589 32.05 51660 186 22.14 38993 452 33.56 57108 49 14.98 55763 1276 29.32 51901

TRK w/SNGL TRLR:  6 axles 178 9.68 47151 111 13.21 38557 74 5.49 61703 12 3.67 60483 375 8.62 47905

TRK w/SNGL TRLR:  7 axles or more 61 3.32 81959 12 1.43 49433 204 15.14 91809 11 3.36 96464 288 6.62 88135

TRK w/2 TRLRS:  5 axles or less 3 0.16 50533 1 0.12 57500 7 0.52 48957 11 0.25 50164

TRK w/2 TRLRS:  6 axles 5 0.27 54300 1 0.12 47100 2 0.15 99800 8 0.18 64775

TRK w/2 TRLRS:  7 axles 10 0.54 67340 8 0.95 49313 16 1.19 82569 4 1.22 69400 38 0.87 70174

TRK w/2 TRLRS:  8 axles or more 16 0.87 68119 15 1.11 94060 2 0.61 94200 33 0.76 81491

TRK w/3 TRLRS:  7 axles 1 0.05 41100 1 0.07 83800 2 0.05 62450

TRK w/3 TRLRS:  8 axles or more 4 0.22 105300 1 0.12 65600 5 0.11 97360

Total Commercial by Lane 1838 42.23 36288 840 19.30 25621 1347 30.95 47576 327 7.51 26783 4352 100.00 37009

Total Commercial by Direction 2678 61.53 32943 1674 38.47 43514
                 


